IJSBA SAFETY CHECKLIST

RIDER PROTECTIVE EQUIPMENT
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APPROVED IJSBA PERSONAL FLOATATION DEVICE -BUCKLES PROPERLY

APPROVED EYE PROTECTION OR GOGGLES

APPROVED CLOSED TOED SHOES- (exceptions granted by Race Director)

APPROVED HELMET COLOR OR REFLECTIVE TAPE

APPROVED DOT FULL FACE COVERAGE HELMET APPROVED BACK PROTECTION (SKI CLASSES)

HULL AND DECK
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ALL WATERCRAFT AND EQUIPMENT MUST BE CLEAND DRY AND DRAINED NO WATER IN HULL OR PIPES.
OVERALL INSPECTION FOR CRACKS OR DAMAGE

INSPECT HULL FOR PROTRUDING OBJECTS THAT COULD BE HAZARDOUS.

NO ILLEGALL SKEGS, FINS OR RUDDERS ON HULL BOTTOM, INTAKE GRATE OR PUMP PLATE.

INSPECT CONDITION OF BUMPERS

MAKE SURE FLEXIBLE BOW LOOP IS AFFIXED (TOW LOOP).

TOW HOOKS WHICH EXTEND BEYOND THE PLANE OF THE HULL ARE REMOVED

RACE NUMBERS OF CONTRASTING COLORS AND 7” MINUNIM TALL

HANDLEPOLE / HANDLEBARS
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CHECK CONDITION OF HANDLEPOLE AND HINGE MECHANISM
CHECK STEERING MECHANISM FOR PROPER ADJUSTMENT.
CHECK THAT THE THROTTLE LEVER WORKS FREELY.

CHECK THAT THE GRIPS ARE SECURE

CHECK THAT THE LANYARD STOP SWITCH IS FUNCTIONING PROPERLY AND THE LANYARD IS IN GOOD
CONDITION

ENGINE COMPARTMENT
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Rider Name Rider Signature

ALL HOSE CLAMPS MUST BE SECURE

BATTERY MUST FIT INTO BATTERY BOX AND STRAPS MUST BE SECURE

GAS TANK MUST BE SECURE

FUEL PICKUP AND FUEL LEVEL SENDER MUST BE SECURE

USCG FLAME ARRESTERS SECURELY INSTALLED

CARBURETOR/FUEL SYSTEM MUST NOT LEAK AND ALL FUEL LINES MUST BE SECURED (ZIP TIES)

Boat Number Event Date

Safety Inspector Signature




